
I 	 CARATTERISTICHE TECNICHE
	� Lame bimetalliche al cobalto M42 per elevate prestazioni di taglio.

F 	 CHARACTERISTIQUES TECHNIQUES
	� Lames bimetalliques au cobalt M42 pour une grande performance de coupe.

E 	 CARACTERISTICAS TÉCNICAS
	� Hojas bimetálicas al cobalto M42 para elevadas prestaciones de corte.

GB	 TECHNICAL FEATURES
	 M42 bimetal cobalt blades for high cutting performance.

D 	 TECHNISCHE EIGENSHAFTEN
	 Kobaltr Bimetallbänder M42 für hohe Schnittleistungen.

P 	 CARACTERISTICAS TÉCNICAS
	� Folhas bimetálicas em cobalto M42 para elevadas prestacões de corte. 

<3mm >3mm <5mm >5mm >5mm <20mm >20mm <50mm >50mm

ABS 105
780XL
782XL
783XL

SN105XL
780P-782-783

SN105

OK
18

3.28.99.19

OK
14

3.28.99.18

OK
8/12*

3.28.99.48

ABS 105
780XL
782XL
783XL

SN105XL
780P-782-783

SN105

OK
8/12*

3.28.99.48

OK
6

3.28.99.49

784XL
784

OK
18

3.29.00.02

OK
14

3.28.99.99

OK
8/12*

3.29.00.00

784XL
784

OK
8/12*

3.29.00.00

OK
6

3.29.00.01

ABS NG120
NG120XL

NG120

OK
18

3.28.99.58

OK
14*

3.28.99.57

OK
8/12

3.28.99.55

ABS NG120
NG120XL

NG120

OK
8/12

3.28.99.55

OK
6

3.28.99.56

ABS NG160
NG160*

OK
14*

3.28.99.65

OK
6/10*

3.28.99.63

OK
6

3.28.99.67

ABS NG160
NG160*

OK
6/10*

3.28.99.63

OK
6

3.28.99.67

785XL
SN205XL

785P
785-SN150

OK
14*

3.28.99.25

OK
6/10

3.28.99.24

OK
6

3.28.99.26

785XL
SN205XL

785P
785-SN150

OK
6/10

3.28.99.24

OK
6

3.28.99.26
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FEMI S.p.a Unipersonale - Castel Guelfo (BO) - Italy - e-mail: infocom@femi.it
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ISO 9001

BUREAU VERITAS
Certification


